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9.0 QUALITY ASSURANCE

9.1 INTRODUCTION

9.1.1Pur pose

The purpose of this Design Guide chapter isto assist packaging ownersand usersin developing
and implementing an effective quality assurance (QA) program for packaging of nuclear components,
specia assemblies and radioactive material in support of the Department of Energy (DOE) nuclear
weaponsprogram. Thisdesign safety guide providesdirection for the establishment and implementation
of a QA program that will meet the applicable standards and requirements necessary for packaging
certification (designing, developing and producing) and use of packaging by the DOE-Albuquerque
Operations Office (DOE-AL). This design safety provides direction and guidance for integration and
graded application for nuclear weapons packaging program activities without attempting to replace

standards and requirements.

ThisDesign Guideisone of aseries of safety guidesintended to provide direction and guidance
for the sequential steps or phases of design, testing, fabrication, inspection, acceptance, use, and
maintenance of weapons packaging. This guide is intended to apply to the performance of these steps

in the process to the extent that the stepsimpact or affect packaging quality.

Thefollowing sections of thisguide describe acceptable methodsfor preparation of apackaging

QA program and emphasi ze the unique aspects that need to be included so that quality is achieved and

assured.
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9.1.2 Scope

This guide addresses the application of QA activities to packaging for nuclear components,
special assemblies and radioactive material. This guide is limited to packaging certified by DOE-AL.

However, the principles presented may be useful for any packaging QA program for nuclear materials.

This guide appliesto package "owners' who design, develop, and produce packaging and who
areresponsiblefor the design, procurement, manufacture and fabrication, assembly, test, acceptancefor
use, and control of configuration. This guide also applies to package "users' who pack and unpack,
handl e, clean and decontaminate, refurbish, maintain, and repair. A "packaging owner" may or may not

be the "user" of its own packaging.

While not a guide for a QA program used for preparation of a Safety Analysis Report for
Packaging (SARP), the QA program description prepared using this guide should, as a minimum, be

consistent with the one described in the SARP.

9.13 Objectives

The objectives of this Design Guide are to provide acceptable methods, direction, and
terminology so that future QA program activitiesarebuilt on an acceptable common and consistent basis

of understanding across facility and organizational interfaces.

Consequently, this Design Guide provides acceptable methods for identification of applicable
standards, requirements, and the subsequent documentati on of the acceptabl e practi cesand methodsthat

respond to and incorporate these requirements.
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It is recognized that a number of DOE contractor facilities and organizations are or will be
involved in future weapons packaging processes and packaging activitiesgoverned by this safety guide.
Many, if not all, of these organizations currently have implemented QA programs for package design,
development, and use. These programs may include policies, procedures, and practicesthat effectively
respond to requirements and both achieve and assure the quality of packaging activities. Therefore, an
objective of thisDesign Guideisto provide and incorporate methods that build on and use to the extent

practical any of the currently acceptable QA practices that are in place within these organizations.

9.2 REQUIREMENTS

The DOE Packaging Program isbased on anumber of quality and technical assurance codesand
standards, in addition to the applicable DOE directives and standards. There are also packaging
requirementsfrom other federal agenciessuch astheU. S. Nuclear Regulatory Commission (NRC) and
the Department of Transportation (DOT). The NRC and DOT have requirementsfor packaging design,
development, and use, and cover transportation of the packaging once it leaves the packaging owner’s
facility and is transported to the User’s facility. DOE Order 5700.6C, Quality Assurance,'” establishes
the QA requirements for all DOE elements and their contractors. This order specifies the QA
requirements to ensure that risks and environmental impacts are minimized and that safety, reliability,
and performance are maximized through the application of effective management contracts
commensurate with the risks raised by each packaging program. Weapons components and/or special
nuclear material (SNM) are covered under other relevant codes and standardswhen packaged for off-site

transportation to a User’sfacility.

Since the regulations and requirements for various types of packaging are so complex, several

codes and standards apply. (See Fig. 9.1) For example, requirements for packaging are identified in
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10 CFR 71 DOE

Subpart H 5700.6C NQA-1
DOE/AL RG
QC-1 7.10
Quality
Assurance
Requirements

Fig. 9.1. Quality Assurance requirements.
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49 CFR 171-179,” and 10 CFR Part 71.°! Following is a discussion of the pertinent QA and other

requirements applicable to DOE packaging for the transport of weapons components and SNM.

9.21 Quality Assurance Requirements

Therequirementswhich areto serveasthefoundation for apackaging QA program are specified
in DOE Order 5700.6C, which is discussed below. It is recognized that packaging packaging owners
and users may be using other acceptable QA requirements documents as their current requirements
foundation. Theintegration and use of acceptable packaging QA policies, procedures, and practicesare

discussed in Sect. 3.5.

9.2.1.1 DOE Order 5700.6C, Quality Assurance

ThisDOE Order establishes QA requirementsfor work associated with the design, construction,
fabrication, operations, maintenance, decommissi oning, and decontamination of facilitiesand equipment
used to produce weapons, with appropriate attention given to the weapons component and production
facility interfaces. Although the specific language in DOE 5700.6C is directed toward the broad
spectrum of work performed by DOE and its contractors, these basi ¢ requirements are applied to other
types of operations such as packaging. Appendix A isasimplified list of the QA principles embodied
in DOE Order 5700.6C. However, when applying this order to a program, one must work from the order

and not the Appendix A listing.
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9.2.1.2 10 CFR Part 71, Subpart H, " Quality Assurance"

Subpart H establishes packaging requirements for the transport of licensed material. These
requirements cover design, purchase, fabrication, handling, shipping, storing, cleaning, assembly,
inspection, testing, operation, maintenance, repair, and modification of componentsimportant to safety.
Appendix B is asimplified list of the QA principles enclosed in 10 CFR Part 71. However, when

applying this standard to a program, one must work from the standard and not the Appendix B list.

9.2.1.3 ASME NQA-1, 1989 Quality Assurance Requirements for Nuclear Facilitied®

This standard is the basic nuclear industry standard for establishing and implementing QA

programs for the siting, design, construction, operations, and decommissioning of nuclear facilities.

The established QA program is intended to provide control over activities affecting quality
consistent with their relativeimportance. This standard was referenced in DOE Order 5700.6B!” and is
still referenced in many other DOE Orders. Also, many DOE facilitiesand its contractors still have QA
program descriptions based on the requirements of American Society of M echanical Engineers(ASME)

NQA-1.

9.2.1.4 DOE-AL QC-1,1® Quality Criteria (Rev 6, 1992)

This criteria document contains QA requirements for the DOE production and design agencies

responsible for procurement and/or production of weapons and weapons-rel ated material and software.

These requirements ensure the integrity of weapons components.
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9.2.15 USNRC Regulatory Guide 7.10, Establishing Quality Assurance Programs for

Packaging Used in the Transportation of Radioactive Material (Rev. June 1, 1986)"°

Thisdocument provides guidance to organi zations which are subject to the QA requirements of

10 CFR Part 71. It addresses the essential elements needed to develop, establish, and maintain a QA

program for packages transporting radioactive materials which are acceptable to the NRC.

9.2.2 Other DOE OrdersRelative to Packaging

Thefollowing documents contain technical requirements and some necessary QA requirements

(seeFig. 9.2).

9.2.2.1 DOE Order 1540.1, Materials Transportation and Traffic Management!'®

This Order establishes policies and procedures for the management of materials transportation

activities, including traffic management, for other than intrabuilding and intrasite transfers.

9.2.2.2 DOE Order 1540.2, Hazardous Material Packaging for Transport - Administrative

Procedured™

This Order establishes administrative procedures for the certification and use of packaging for
radioactive and other hazardous materials. (Refs.: 10 CFR Part 71, Packaging of Radioactive Material
for Transport and Transportation of Radioactive Materials Under Certain Conditions;!*210 CFR 49

Parts 171-179, Hazardous Material Regulations).
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DOE DOE DOE

1540.2 5610.1 5480.3
DOE/AL
5610.1
10 CFR 4,23‘;':5“
Part 71 107-189
! J $ !

Other Packaging Requirements

Fig. 9.2. Other packaging requirements.
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9.2.2.3 DOE Order 5610.1, Packaging and Transporting of Nuclear Components and Special

Assemblies™
This Order establishes criteria for nuclear components and special assemblies to be packaged
and transported in accordance with applicableregulations. DOE Order 5610.12 (draft) will bereplacing

this order when issued in final approved form.

9.2.2.4 DOE Order AL SD 5610.1, Packaging and Off-Site Transportation of Components and

Special Assemblies Associated with the Nuclear Weapons Program4
This draft Order supplements DOE-AL established policy and requirements, and it assigns
responsibilities for the safe off-site transportation of components and special assembliesin support of

the nuclear weapons program and in custody of DOE.

9.2.2.5 DOE Order 5480.3, Safety Requirementsfor the Packaging and Transportation of Hazardous

Materials, Hazardous Substances, and Hazardous Wastes [*

ThisOrder establishesrequirementsfor the packaging and transportation of hazardousmaterials,

hazardous substances and hazardous wastes (radioactive materials).

9.2.3 International Requirements

It isexpected that DOE packaging will be used to transport weapons components and/or special

assemblies outside of the United States to or from foreign countries and on international waters. In
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addition to the applicable DOE Orders, DOT Regulations, and NRC requirements, there are severa

international regulations which establish criteriafor compliance with identified transport regulations.

There are international standards which address nuclear QA requirements. Two of the more
widely recognized standards are the International Atomic Energy Agency’s(IAEA’s) Safety Series No.
50-C-QA, Code on the Safety of Nuclear Power Plants, QA,'® and the International Standards
Organization (1S0)-9001, Model for QA in Design/Development, Production, Installation, and
Servicing.!*! These standards identify somewhat different criteria or requirements for a QA program.
If the packaging owner finds it necessary to incorporate an international standard into the existing QA
program description, the packaging owner should 1) identify any areas where additional treatment of a
given requirement is necessary, and 2) incorporate that detail into the document text or use a matrix to

reflect the correlation of requirements and implementing procedures and instructions.
9.24 DOE Transportation Management Program Requirements

Figure 9.3 shows the flowdown of requirements for QA program activities applicable to the
overall DOE Transportation Management Program. This figure identifiesthe requirementsimposed by

DOE and other organizations. The requirements for packaging are included. Following are discussions

of the various requirements necessary for aworking, viable QA program for packaging.

Safety Design Guides/ch.9/tm/11-7-94 910



Atomic Energy Act of 1854
Energy Reorganization Actof 1874
o Organizat
Add1877 Price-
Executive Federal
NuclearWaste Policy Act of 19682 ‘"""M‘“" Department Agencies
as Amended
Other Acts of Congrass l l l
. Government DOE Codeof Federal Regulations (CFR) 22
Executive Orders m'ﬁg Rule Making
Office (GAO) Tile 10 Tia29 The40 Title 41 Theds |
oy | Cgamand. | Protaction” || andProperty Do I
1 T i H
(OSHA) GSA s
of }
ofc.
fd
Federal Agencies Guidance Documents ndustry
(neg.Gudes.ﬁ'unEGs.etc-) € — S!tandards
industry Standards Endorsements ASM|EE‘EE 0
ASTM
Fv ASCHE
V DOE ANSI
Secretaryof Directives
Energy Notices A?g\IE
Orders ASNT
Notices Others
Announcements
DOE Headquarters Offices
__Requrements
r'_— BEM-1PMPR, & QARD
EM-50MPR, & QAPD
e e
Ui .
ram/P;
‘ M:r;gonmlg!:r?s& I
Procedures, QAPD, etc. State. Local, and
Agreement "P'W"""‘"o Regulations, and
. o _L o S
r—— Contractors ]
implementi;
Contractual + L"’ Procedures.
L___> Subcontractors 4—1
I ' Implementing
Procedures

Fig. 9.3. Flowdown and interrelation of requirementsfor DOE transportation management
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9.3 QUALITY ASSURANCE PROGRAM

9.3.1 Concepts

The purpose of a QA program is to provide confidence. This confidence applies at several
different levelsand is perceived and eval uated differently by different people. Thefundamental purpose
of the QA program is to provide confidence to al interested parties, through all points in the work

process, that quality has been achieved and that it has been achieved in the correct manner.

Inatechnical, highly regul ated activity such asthe packaging processfor nuclear materials, each
responsi ble organi zation has two main factorsto consider: achieving quality and providing confidence

(or assuring quality). Both activities take place in the context of the basic model shown in Fig. 9.4.

Each organization has a basic set of work activities for achieving its mission. These work
activitiesareperformed along with aset of management systemsthat are established to provide guidance
and control of individual work activities. Management systems must be established not only to facilitate
the correct and efficient accomplishment of work, but also ensure that the organization’s work

requirements are met. There are usually three types of requirements:

1 Requirements specified by the customer
2. Requirements and standards adopted internally by the organization
3. Requirements imposed by outside regulatory agencies
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Fig. 9.4. Packaging process for nuclear materials.
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Achieving quality inatechnical, highly regul ated environment requiresthat theindividual work
activities carried out by the organization be performed in a manner that meets all requirements. If the
organization meets the requirements of the regulators, satisfiesits own internal standards, and satisfies

the customer by meeting needs and expectations, then that organization has achieved quality.

QA actions must be established and implemented so that they become an integral part of the
work process. The work process includes the generation of objective evidence which provides
confidence that quality has been achieved. QA actions should not be an extraneous set of actionsto be
taken once the work is completed. The key to successful implementation of QA actions is their
integration with an organi zation’s management practices and work process. The QA program provides

a structure within which both management practices and work processes can be integrated.

9.3.2 Participants

The packaging owner isthe organi zation applying for and beingissued the Off-Site Transportation
Certificate. The packaging owner designs, develops, produces, and accepts the packaging for which
certification isrequested. The packaging owner can also be a packaging user that either shipsor receives.
Packaging users are the organizations that pack, unpack, and refurbish packaging. There are generally at
least two packaging user organizations, one packaging user that packs and shipsfrom onefacility, and one
packaging user that receives and unpacks at another facility. The organization that refurbishes the

packaging is also a packaging user and may be separate or different from those that pack or unpack.

Subcontractorsand suppliers support packaging ownersand users. Subcontractorsand suppliers

may be organizations that design, test, procure, fabricate, assemble, track, control configuration, etc.
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For packaging users, subcontractors or suppliers may calibrate measurement and test equipment,

refurbish, perform health physics checks, etc.

Only those activities that apply to the packaging program should be considered for delegation
or implementation. Integrating all participants fulfills the overall program requirements. A systematic
method should be employed whereby activities are identified and structured for implementation or
delegation. The technique of dividing and further subdividing the work for delegation may progress

through many tiers of participants.

9.3.3 Planning

Planning theapplication of the QA programto anew packaging designinitiativeincludesseveral
steps. The first step is to analyze the work scope to which the QA program will apply. This should
include a breakdown of the work into its elements (and subelements where appropriate) and a
determination of how and where (internally or externally) the work will be performed. The sequence of
performance and the interrel ationship among activities should be identified wherever possible, and the

significant steps should be schedul ed.

9.3.3.1 Planning consider ations

The contract, purchase order or other work authorization document defining the scope of the

work should be reviewed to clearly identify the following items:

1 Packaging initiative to be performed to attain quality objectives

2. Quality affecting activities to be used to accomplish the work
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3. QA programmatic activities to be applied to required quality affecting activities

4, The pertinent requirements for QA work-oriented activities.

Any task to be performed in which QA objectives are to be met should be analyzed to clearly

identify the following needs:

1 Special controls, processes, equipment, or facilities
2. Special skills or for indoctrination and training of personnel
3. Verification of quality attainment by inspection and testing

4, Procedures, instructions, and drawings.

Theinternal organization should determinetheextent towhich it should establish andimplement
the assigned scope for QA activities or delegate to another organization. Accomplishing a meaningful
analysisof thework scope requires an understanding of the packaging process. For example, the overall
packaging process can be broken down into the following broad elements: designing, developing,

producing, accepting, and using.

9.3.3.2 Planning the overall packaging process

To plan the packaging process, one must compl etely understand the work processesthat constitute
the packaging process. Once the high-level definition is complete, more detailed analyses can begin.
The designing element initiates the work process by addressing the structural, thermal, and shielding
functions, along with containment protection to ensure that criticality will not occur during packing,
handling, shipping, and design basis accident conditions. The packaging design must incorporate these

functions and requirements to ensure the containment and protection of the part or assembly being
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shipped. Practical design requirementsinclude ease of loading and unloading, leak testing, and ability
to economically control contamination and decontamination. The selection of appropriate materialsand

fabrication must also be considered.

Once designing is complete, development may beinitiated. Devel oping includes fabrication of
prototypes. The prototype quality must be consistent with the production quality, since the prototypes
are to validate the practicality of production fabrication and to provide packaging for the performance
testing per the required accident conditions. Developing also includes actual testing and post-test
evaluation. The safety analysis begun during the design stage continues during developing, with the

issued-for-comment SARP is the end result.

Producing includes preparing the procurement technical specification package for the supplier,
along with the procurement quality specification, the supplier evaluation, and when specified, thefirst

article evaluation. The packaging is then manufactured.

Accepting the manufactured packaging involves monitoring the supplier’s manufacturing
operations, dispositioning nonconforming materialsand partsidentified by the supplier, and performing
acceptance inspection and testing. The final acceptance process should be areadinessreview to ensure
the packaging’s overall acceptance. The review should include validation of design, development, and

production. Readiness reviews may be conducted at the completion of each of the above phases.

Using the packaging involves several different work processes, including packing, unpacking,
and refurbishing. These processes can be subdivided further. For exampl e, packing may typically include
a preloading inspection, the actual packing activity, a post-load inspection, a leak test, and a health

physics survey. Unpacking has a similar breakdown. In this manner, the overall packaging process
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should be completely broken down into its constituent parts. Then each part can be examined and

defined in terms of the following:

1 Inputs and outputs

2. Basic events and their relationships to one another (flow)
3. Interface points with other parts of the process

4, Key organizations or positions involved

5. Key points requiring controls

A process must be understood before it can be controlled. This will result in a detailed
understanding of thework processneeded for decisions. It isimportant to be awarethat several facilities
may be involved with the use of packaging. The packer is probably located at a different facility from

the unpacker and may have atotally different QA program. This consideration isdiscussed in Sect. 9.5.

In addition to the requirements of the customer and the organization’s internal requirements,
attention should be given to identifying the imposed requirements that may pertain to the process. QA

requirements are stated in a number of standards as discussed in Section 9.2. (Also see Fig. 9.5)

Many requirements found in the standards areidentical or at least very similar. In analyzing the

QA requirements, the QA standards or parts thereof that are applicable should be identified.

The packaging owner’s organization may have, in addition, its own QA requirements. These

requirements should be reviewed to identify and analyze any packaging owner’s QA requirements not

addressed in the QA standards. Packaging owner requirements and the organization’s internal
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Fig. 9.5. Quality assurance program description procedur es.
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requirements must be specified and incorporated into the overall packagethat will determinethedesign

of the organization’s QA program.

Any requirements from various sources that could apply to packaging should be identified.
Communicating with other organizations that perform similar work is a good way to validate the
organization’srequirementsand identification process, and it may helpinidentifying omissionsor other

problems.

9.34 Personnel Selection, Indoctrination, Training, and Qualification

Personnel assigned to perform activitiesthat affect quality receiveappropriateindoctrination and

training in accordance with ASME NQA-1, Supplement 25-4 prior to performing the work.

9.3.4.1 Personnel selection

Personnel assigned to perform quality-affecting activities of the packaging Programs have the
education, experience, and/or training commensurate with the functions and requirements associated
with the work. Initial qualifications are verified as a result of DOE-mandated policies, which provide

for the inclusion of qualification requirementsin position descriptions.

The candidate’s qualifications are evaluated against the requirements and are documented.
Relevant education and experience are verified accordingly. Records on individuals generated by
affected organi zation’straining and qualification program are coll ected and maintained according to the

Privacy Act of 1974.
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9.3.4.2 Determination of indoctrination and training

Each organization reviews job functions or tasks involved in performing activities associated
with the Packaging QA Program and determines any additional indoctrination and training required of

the supporting staff.

Personnel assigned responsibility for performing Packaging QA Program activities are
indoctrinated in the purpose, scope, and implementation of the QA program described in this chapter.

This indoctrination includes the following:

. Applicable Standard Practice Procedures
. Applicable QA program elements as described in this Design Guide
. Job responsibilities and authority

9.3.4.3 Training and qualification

Classroom training is performed in accordance with documented lesson plans. Records of
training are maintained. Personnel serving aslead auditors or auditors are qualified in accordance with

ASME NQA-1, Supplement 2S-3 and Appendix 2A-3.

9.3.4.4 Proficiency evaluations

Supervisorsevaluate, at least annually, the proficiency of personnel in performingtheir assigned
duties. These evaluations determine if any additional education and/or training is needed for the

individual to maintain the desired level of proficiency.
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9.3.5 Other Packaging Considerations

In addition to this chapter, other chapters of the Safety Guide 100 present specific functional
design guidance for the design and use of DOE packaging. These chapters address structural, material
and fabrication, thermal, containment, shielding, criticality, operations, and maintenance and acceptance
aspectsof packaging. These chapters present specific functional guidancefor thedesignand use of DOE
packaging and provide the necessary quality achieving activities. These activities include the work
carried out as part of the designers’ efforts and they directly contribute to producing packaging which
satisfiesthe needs and expectations of the clients. Through thisbasic set of activities, thedesignersfocus
their expertise on each packages needs and requirements. By compl eting each phase of the design work
(i.e., structural aspects, thermal aspects, etc.), thedesigner subsequently acceptsresponsibility for certain
QA activities such as documenting and controlling of design input, documenting and controlling the
design process, planning and controlling the design analysis, verifying the adequacy of the design,
controlling changesto thedesign, identifying and controlling theinterfaces, and ensuring that the design
is documented and recorded and that these records are then stored and maintained in accordance with

approved procedures.

In conjunction with the independent overview by the respective management organization, the

quality assuring activitiesprovidethe necessary overall controlsto ensurethat quality isachieved during

the designing, developing, producing, certifying, and using phases of the packages.
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9.3.6 Palicies, Procedures, and Practices

9.3.6.1 Packaging quality assurance policies

A written QA policy statement should be prepared, signed, and issued by the senior personsin
the packaging owner and user organizations. The policy statement isthefirst requirement in DOE Order
5700.6C, which defines a QA program as the overall program established by an organization to
implement the requirements of thisorder. The program assigns responsibilities and authorities, defines

policiesand requirements and providesfor the performance and assessment of work. The policy should:

1 Document the way work is performed.
2. Add the necessary controls that are necessary and achievable.

3. Evaluate the proposed program against accepted QA standards.

Each personinthe organization involvedin packaging activitiesshould understand and beaware
of this packaging policy. Failure to accept and implement this packaging policy could undermine and

destroy the confidence being built into the program regarding assurances of form, fit, and function.

9.3.6.2 Packaging quality assurance procedur es and written instructions

Written procedures, work plans, schedules, drawings, and working instructions or checklists
needed to define the program-specific actions to be performed to execute the program should be
identified and required when the activity results in a quality record or when the activity involves
guantitative acceptance criteria. These preparations should be planned, scheduled, and accomplished

in atimely manner.
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Draft DOE Order 5480. PRO™® provides additional guidance on when written procedures are
required. The guidance includes special attention to infrequent performance, complex situations, high
consequences of error, performance which depends on alarge body of information, performance which

depends on changing information, or high turnover of personnel on simple tasks.

The packaging QA program should be built on existing practices. Requirements and controls
should be applied as necessary to achieve and ensure that regulations, requirements, and the customer’s
needs and expectations are met. The packaging QA programs for packaging owners and users should
use existing procedures and written instructions when the required control is included in existing

documents.

The QA program should be based on current practices. Most facilitieshave a"plant”-level QA
program which contains many of the programmatic elements needed for the packaging QA program
which should not be duplicated or replicated. The Packaging QA Program should incorporate existing
controls by reference. Many existing QA elements should be fully adequate as they stand. These
elementsarequalification of auditors, record storage, measurement and test equipment (M& TE) control
and calibration, personnel qualifications, authority to control further processing, processing allegations
and differing opinions. Other elements such as Nonconformance Report (NCR) processing, corrective
action, identification and processing of quality records, and control of procured items may need
supplementing. For example, when there isa special need, a"plant” level procedure just for packaging
can be used, just as "division" and "department” level procedures that contain needed controls should

be incorporated into the Packaging QA Program by reference.

Instructional material for the individual performers should be in a single document or set of

documents. If the QA activities are controlled by one document and the technical requirements arein
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a separate document, the QA document will tend to be overlooked or may be ignored. The individual
performer’s written instructional material should be presented comprehensively, in a user friendly

manner. It should not contain material irrelevant to the individual performers activities (see Fig. 9.6).

9.3.6.3 Packaging quality assurance practices

The existing organization is responsible for implementing QA activities. Standard policiesand
procedures available for meeting requirements and for achieving the desired results should also be
evaluated. Any requirements not fully covered should be identified so that plans can be made for the

necessary modification or additions.

Early in this analysis, specific responsibility assignments should be made for key positionsin
the organization. Theorgani zation should be staffed with the appropriate number of qualified personnel.
Staffing plans should include provisions for selecting, training, and assigning adequate numbers of

personnel, in conformity with the schedule for performing the work.

Resource planning should include an evaluation of the existing equipment and facilities and
should identify any improvements needed. If additional equipment or facilitiesare required, provisions
should be made for their acquisition. The need for any support services should also be determined and

provided for.

Packaging controls should be applied using a graded process based on risk and programmatic
importance. This selective application of packaging controls is intended such that the depth of detail
required and the magnitude of resources expended for a particular technical control or management

control is commensurate with the element’s importance relative to the risk involved.
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Fig. 9.6. Procedurefor individual performer.
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9.3.7 Quality Assurance Program Description

The packaging owner’s and the user’s Packaging Program QA Program Description (QAPD)

describes the program for management and operations of the related packaging activities. The QAPD

includes:

1 Description of work being controlled

2. Description of the control actions

3. Description of the responsibilities

4, List of implementing procedures and instructions

Based on the results of planning activities presented in earlier parts of Sect. 9.3, the packaging
program organization prepares the written description of the work activities and their controlswith the
identified responsibilitiesin aQAPD. The list of implementing procedures and/or instructions may be

included in an appendix or attachment.

QAPD will includearequirementsmatrix that allowsthe packaging user to trace each applicable
QA criteriontoitsapplicableimplementing procedure/instruction(s). QAPD should alsoincludeamatrix
for any other QA standard it addresses and should identify the applicable criterion or requirements and
therelated implementing procedure/instruction(s). This QAPD should contain sufficient information to

be used asthe SARP Section 9, "QA."
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9.4 PACKAGING QUALITY ASSURANCE PROCESS DESCRIPTION

The packaging owner’s processes of designing, fabricating, and placing packaging into service

can be characterized in the following categories or phases:

The packaging owner designs, fabricates, and places packaging into service.

1 Packaging Design. This phase generally consists of activitiesfrom theinitial release of the new

packaging concept (including the design input) through the design analysis and design reviews,

resulting in a preliminary, prototype package.

2. Packaging Development. This phase generally includes the testing and qualification of the

prototype design activities. The results of these tests are documented and then used asinput to

the SARP and subsequent packaging certification.

3. Packaging Production. This phase generally encompasses procurement of materials and/or

components, fabrication of the packaging, assembly, testing and inspection activities. Thisphase

leads to the actual production of the packaging ready for use.

4, Packaging Acceptance. This phase includes the packaging owner’s inspection and other

verification activities that occur prior to accepting the packaging for use. It normally occurs
concurrent with the i ssued-approved distribution of the SARP and DOE-AL issuing of the Off-

site Transportation Certificate.
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5. Packaging Use. Thisoperational phasegenerally consistsof activitiesoccurring during the actual
use of theindividual packaging for transport of components or SNM. It includes activities such

as maintenance, modifications, and refurbishments after each use.

These phasesand the unique QA requirementsrel ated to packaging aredescribed in further detail

in the following subsections.

9.4.1 Packaging Design

9.4.1.1 Production of test prototype

The usual design controls as specified in DOE Order 5700.6C apply to packaging design. The
design control attributes in essentially all of the QA standards are documentation of design input,
identification of applicable standards, procedures for the design process, verification by persons other
than those who designed the item, and design change control. The design control attributes are

essentially al of the QA standards.

9.4.1.2 Selective application (graded approach)

Guidance provided within DOE 5700.6C establishes risk as the fundamental consideration in
determining to what extent the QA program should be applied to components and processes. DOE
5700.6C statesthat risk isaquantitative and/or qualitative expression of possible loss which considers
both the probability of event occurrence causing harm or loss and the consequences of that event. The
following criteria, should be considered in determining risk: consequences of failure, probability of

failure, data generation function, complexity or uniqueness of design or fabrication, specia controls,
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ability to demonstrate functional compliance, quality history, degree of standardization, impact on the

environment, and impact on schedule or cost or both should be considered in determining risk.

Those determining risk must be technically competent in the area being considered, and should
ensurethat personnel involved inthe major risk assessment activity havethe needed expertise, experience,
competency, and knowledge to perform the risk assessment properly. Theresulting risk assessment data

should be used to determine the appropriate technical, management, and administrative controls.

10 CFR 71, Subpart H introduces the graded approach consistent with the importance to safety.
Thegraded approach may bereadily applied to packaging design. Appendix A of Regulatory Guide7.10

provides detailed guidance in the application of the graded approach.

The NRC Regulatory Guide 7.10 provides guidance on the graded approach (i.e., quality
categories) which isbased on determining which components provide a safety function, and how those
components are classified: as "critical,” "major," or "minor." It can be readily determined which
components provide a safety function; however, the next step requiresinterpretation of the meaning of
"critical," "major," and "minor." Since "minor" carries a connotation of essentially "not important to
safety,” all packaging components with a safety related function can be classified as either "critical”, or

"major."

This selective application of QA activities can be based on acomponent’skey safety functions.
For packaging of radioactive materials, the key safety functions are criticality, containment, shielding,
and protection of personnel, the public or the environment. Using this application, "critical," "major,"

and "minor" can be defined as follows:
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1 If thereisany degradation of "containment,” "shielding," or "protection of personnel, public, or
the environment™ upon failure of the component, then the component shall be assigned to the

"critical" quality category.

2. If thereisno degradation of "criticality,” " containment,” "shielding," or " protection of personnel,
public, or the environment™ upon failure of the component, but degradation could occur with a
concurrent or subsequent independent failure, then the component shall be assigned to the

"major" quality category.

3. If thereisnodegradation of "criticality," " containment,” "shielding," or " protection of personnel,
public, or the environment" upon failure of the component and a concurrent or subsequent
independent failure, then the component shall be assigned to the "minor or not important to

safety" quality category.

These definitions minimize the necessity to continually interpret the meanings of "critical,
"major," and "minor," Furthermore, the determination can be based on qualitative assessments of the
various functions of each component rather than performing quantitative assessments (i.e., probability
calculations based on failure modes using statistical inference) for the full spectrum of design basis

conditions.

In accordance with DOE Order 5700.6C, quality categories determined for the packaging
components will be documented as quality records for packaging development. The performance test
in the next section is an overall design verification, even though it is treated as a part of packaging

devel opment.
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9.4.2 Packaging Development

9.4.2.1 Readinessto proceed with development

A readinessreview should be conducted to confirm readinessto proceed with devel opment. This
review should confirm compl etion, acceptability, and verification or independent checking of analysis,

design methodology, and the consistency of the design relative to the design input.

9.4.2.2 Production of test prototypes

Theproduction of thetest prototype(s) should demonstrate fabrication methodol ogy and provide
acceptabl e packaging for the performancetesting. Production control s should ensure and document that

the packaging used in the performance testing is, in fact, equivalent to the production packaging.

9.4.2.3 Test controls

Numerous test controls are essential during the performance testing. The testing incorporates
several QA principles. Personnel who conduct the tests, calibrate the M&TE, and interpret the test
results should be qualified and have documented verification of their qualifications. Control and
documentation of the material and instrumentsisessential in providing abasisfor validation of the test
results. Calibration of M& TE before and after the test ensures accurate recording of test data prior to

proceeding.
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9.4.2.4 Evaluation of performancetest results

Theusual design control requirementsfor verification and documentation should be utilized for
evaluation of test results. Design change controls should bein place and used to incorporate any design
changes resulting from the performance evaluation. The test report should be authenticated by both test

personnel and design personnel.

9.4.3 Packaging Production

9.4.3.1 Readiness to proceed with production

Prior to initiating production of the packaging, the readiness to produce should be confirmed
with areadiness review. This readiness review should evaluate the compl eteness of the design and the
development. The readiness review should ensure any changes resulting from the performance testing
have been incorporated into the technical requirements (drawings, specifications, data sheets, etc.) in
the procurement package and into the SARP. The technical requirements in the procurement package,
whether for in-housefabrication or outsi de procurement, should be compared to theissued-for-comment

SARP to ensure compl ete agreement.

9.4.3.2 Packaging procurement

Packaging production may beaprocured or in-house activity, but the production control s should

besimilar in either case. Consistent specification of the vendor qualifications, production controls, and

quality certification requirements can be enhanced by standardizing the specification. Quality personnel
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will work with the design engineers and the procurement personnel to specify production controlsusing

such aform.

9.4.3.3 Specification of selective application

The safety function of the component being produced influences the quality requirements

imposed during production. While production controls must be based on each component’s safety

functions, the following are examples of the supplier controls that could be considered for the three

safety functions or activity categories.

1 "Critical" Quality Category

a Fully implemented QA programs based on accepted QA standards

b. Plans for manufacturing, inspection, testing, and packaging and shipping which are

reviewed and have comments incorporated prior to release for manufacturing

C. QA procedures submitted for review and comment prior to release for manufacturing

d. Audits of supplier QA prior to release for manufacturing

e Access to vendor plant during manufacture

f. Special process specifications and procedures with process qualification guidance
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0. First article evaluation when complex items are being procured

h. Identification and control of individual components

I Nonconformances dispositioned as "accept” or "repair” and submitted for approval

j- Inspections at supplier plants prior to shipment

a Certification package for each component shipped that includes the following:

Certification that component meets requirements of technical specifications
Quantitative data for material certification of source materials
Test and or inspection reports on each individual component

Special process inspection and test reports on each individual item

"Major" Quality Category

a Plansfor QA, manufacturing, inspection, testing, packaging, and shipping

b. QA program evaluation prior to release for manufacturing

C. Special process specifications/procedures with process qualification guidance
d. Access to vendor plant during manufacture

e Identification and control of individual components
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f. Nonconformances dispositioned as "accept” or "repair” and submitted for approval

0. Theright to inspect at the supplier plant prior to shipment

h. Certification package for each component shipped that includes the following:
- Certification that the component meets the requirements in the technical
specifications
- Quantitative data for material certification of source materials

- Test and or inspection reports on each individual component

3. "Minor" Quality Category

Many packaging components in this category will be commercially available and should not
require additional QA requirements other than standard procurement practices. An exceptionis
when thereis evidence of poor quality history, such aswith fasteners. In such acase, additional

QA requirements are necessary.

9.4.3.4 Packaging acceptance

Theproduction recordsfor eachindividual packaging type should bereviewed before packaging

is placed in service. The reviews are intended to verify conformance to requirements and as-built

documentation asabasi sfor configuration control. Thiswill resultin documentation of actual conditions

when nonconformance reports have been dispositioned Use-As-Is or Repair.
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DOE-AL’s review and approval of the SARP and the subsequent issuance of the packaging
certificate for use occurs during packaging acceptance. Once the certification process is complete, the

packaging is ready for use by the packaging owner or the user.

9.5 PACKAGING USAGE

9.5.1 Timing of the User’s Quality Assurance Program

The packaging owner’s QA program should bein place beforetheinitiation of design. However,
the packaging user’s QA program does not need to be in place until the packaging certificate isissued
and actual usebegins. The packaging user typically packs, unpacks, or servicesthe packaging. However,
each packaging user’s QA program should begin well in advance to use a process similar to that

described in Sect. 9.3.

Each packaging user’sQA program should addressthe commitmentsin the operating procedures
section of the SARP, and the commitmentsin the QA section of the SARP which apply to the packing,

unpacking, or refurbishing activities to be performed.

9.5.2 Extent of the User’s Quality Assurance Program

The content of a packaging user’s QA program may be limited if the packaging user does not

replace parts or otherwise change packaging configuration. When apackaging user only packsand does

not change the packaging configuration, then the packaging user’s QA program need only include the

basic programmatic elements and any achieving elements applicable to the packing, unpacking, and
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support activities (e.g., Subpart H programmatic elements 1, 2, 5, 6, 15, 16, 17, and 18, and achieving

elements such as 12, 13, 14).

9.5.3 Configuration Management

Each packaging SARP requires that the design configuration of all safety-related featuresis
maintained throughout its life cycle. Each packaging user must notify the packaging owner if any
configuration changeto asafety-rel ated packagingitem or component iscontemplated that woul d affect
form, fit, or function. These recommended design changes must be reviewed and approved by the

packaging owner for incorporation before the packaging user can make any requested changes.

If a packaging user replaces parts or does work on the packaging that alters the configuration,
the packaging user’s QA program must control these activities. The level of control depends on the
nature of the activity. For example, when a packaging user gets a replacement part from the packaging
owner and the packaging owner has already qualified the part in accordance with the packaging owner
QA program, the controls may be referenced to the packaging owner program. However, if apackaging
user actually procures a replacement part, the controls must be sufficient to ensure that the part meets
al of the packaging owner’s specific requirements and that the documentation is traceable from the

packaging owner’s configuration back through the packaging user to the supplier.

Nonconformancesand other failuresto meet requirementswhich are discovered during packaging
user activities must be coordinated with the packaging owner. Any disposition that introduces a change
in the packaging has to be incorporated into the packaging owner’s configuration management defining
documentation. Furthermore, itisimportant for the packaging owner to incorporatethisinformation into

the data base of problems for quality improvement. The packaging owner requires root causes of
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nonconformances or other failures to meet requirements in order to facilitate trending and quality

improvement as required by DOE Order 5700.6C.

9.6 CONCLUSIONS

This Design Guide for packaging QA is intended to assist packaging owners and users in
devel opment and implementation of an effective QA program consistent for safe off-site transportation.

The following subsections summarize the key points essential to a successful and effective program.

This Design Guide provides the overall QA program guidance for ensuring that quality is
achieved in the packaging program. The QA activities described are carried out in conjunction with the
QA activitiesidentified in this Design Guide and will provide the packaging owner and user with an

objective basis for confidence that quality is achieved during the design and use of each packaging.

9.6.1 Implementing Multiple Standards

There are many standards containing requirementsthat may be applicable, as discussed in Sect.
9.2. Inadditionto the QA standards, thereare other requirementsin moregeneral technical requirements

documents.

Once the applicabl e standards and requirements are selected for application, avital part of the
QA program is the documenting of the flowdown of these requirements into implementing policies,
procedures, and practices. The method chosen should demonstrate the degree of requirements

application and flowdown to the implementing level.
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9.6.2 Useof Currently Acceptable Program

Many contractor facilities and organizations have implemented QA programs which typically
include acceptabl e policies, procedures, and practices. This guide allowsthe packaging QA program to
build on these programs or on existing packaging quality programs or plans. It isintended to integrate
with ongoing programs. It isnot the objective of thisguidetoignore acceptable programs, rather, itsgoal
is to assess adequacy and effectiveness, improve, and augment to the extent necessary to meet and

respond to applicable standards and requirements.

9.6.3 Selective Application

DOE Order 5700.6C establishes risk as the main consideration when using a graded approach
to apply QA. Those determining risks must be technically competent in the area being considered. 10
CFR, Subpart H, presents the graded approach according to safety. This method applies readily to
packaging. Regulatory Guide 7.10 presents the graded approach according to safety, after which
categories("critical,” "major," and "minor") are used to define acomponent’srisk. Asrequired in DOE

Order 5700.6C, the categories will be documented as quality records for packaging devel opment.

9.6.4 Packaging Owner and User Interfaces

The packaging owner and users are the principal participantsin a packaging QA program. The

cooperativeinterface between themisthe key to the success of acomplete, integrated ongoing program

that achieves and assures quality packaging. Following are brief discussions of four general areas that

require their focused attention.
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9.6.4.1 Quality assurance program integration

The packaging owner and each user should understand and interface with each other’s QA
programs, policies, procedures and practices for packaging. They also must ensure that the program

interfaces effectively in procedures and practices.

9.6.4.2 Packaging owner isresponsibility for configuration

The packaging owner must establish, maintain, and require the use of procedures and practices

that document and control packaging configuration throughout the package’s life cycle.

9.6.4.3 Packaging user’s procedur es

Packaging usersmust identify any proceduresand practi cesthat may alter package configuration.
These proceduresand practi ces should ensurethat safety rel ated features of the packaging arenot altered
in violation of the SARP. Packaging users must provide information on configuration changes to the

packaging owner as specified in the packaging owner’s procedures.

9.6.4.4 Packaging nonconfor mance and cor r ective actions systems

Finally, the packaging owner’sand user’snonconformance, corrective action, and |lessons|earned

programs must work in concert so that trends and problems are identified, understood and corrected.

Lessons learned experience should include not only negative issues, but also positive practices. Lessons

learned experience will contribute to the ever improving quality and effectiveness of weapons packaging.
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APPENDIX A
DOE ORDER 5700.6C

QUALITY PRINCIPLES

This appendix isasimplified list of the QA principles embodied in DOE 5700.6C. Thislistis

included to enhance understanding. However, when applying this order to a packaging program, one

must work from the order and not from this list.

Criterion 1 -- Program

. Shall be devel oped, implemented, maintained, and written.

. Shall describe organizational structure, functional responsibilities, levels of authority, and
interfaces.

. Program shall describethe management system, including planning, scheduling, and cost control

considerations.

Criterion 2 -- Personnel Training and Qualification

. Personnel shall be trained and qualified.

. Provide continuing training to ensure job proficiency.
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Criterion 3 — Quality |mprovement

. Establish and implement processes to detect and prevent quality problems.

. Corrective action shall identify the causes of problems and prevent recurrence.

Criterion 4 -- Documents and Records

. Documents shall be prepared, reviewed (to include validation), approved, issued, used, and

revised to prescribed processes.

. Records shall be specified, prepared, reviewed, approved, and maintained.

Criterion 5 -- Work Processes

Work shall be performed to established technical standards and administrative controls.

. Work shall be performed under controlled conditions using approved instructions, procedures,

or other appropriate means.

. Items shall be identified and controlled to ensure their proper use.

. Items shall be maintained to prevent their damage, l0ss, or deterioration.

Equipment used for process monitoring or data collection shall be calibrated and maintai ned.
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Criterion 6 — Design

. Items and processes shall be designed using sound engineering/scientific principles and
appropriate standards.

. Design work, including changes, shall incorporate applicable requirements and design bases.

. Design interfaces shall be identified and controlled.

. Adequacy of thedesign productsshall beverified and validated. Verification and validation shall

be completed before approval and implementation of the design.

Criterion 7 -- Procurement

. Organizations shall ensure procured items and services meet established requirements and

perform as specified.

. Suppliers shall be evaluated and selected on the basis of specified criteria.

. Organizationsshall ensurethat approved supplierscan continueto provide acceptableitemsand

services.
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Criterion 8 -- Inspection and Acceptance Testing

. Inspection and acceptance testing of specified items and processes shall be conducted using

established acceptance and performance criteria.

. Equipment used for inspections and tests shall be calibrated and maintained.

Criterion 9 -- Management Assessment

. Management at all levels shall periodically asses the integrated QA program and its
performance.
. Problems shall be identified and corrected.

Criterion 10 -- Independent Assessment

. Assessment shall be conducted to measureitem quality and processeffectivenessand to promote
improvement.

. Persons conducting independent assessments shall be technically qualified and knowledgeable
in the areas assessed.
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APPENDIX B
10CFR 71, SUBPART H

QUALITY PRINCIPLES
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APPENDIX B
10CFR 71, SUBPART H

QUALITY PRINCIPLES
Thisappendix isasimplified list of the QA principlesembodied in 10 CFR 71, Subpart H. This
list is included to enhance understanding. However, when applying this regulation to a packaging

program, one must work from the order and not from thislist.

71.101 Quality Assurance Reguirements

. Has a QA program been established, maintained, and executed?

. Has the applicable criteria been applied in a graded approach?

71.103 Quality Assurance Organization

. Establish and delineate in writing the authority and duties of persons and organizations

performing support activities.

. Assure that an appropriate QA program is established and effectively executed.

. Verify through the use of checking, auditing, or inspection.
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71.105 Quality Assurance Program

. Document QA program through written procedures or instructions.

. Identify the material and components covered by the QA program, the major organizations

participating, and their designated functions.

. Provide indoctrination and training of personnel.

71.107 Package Design Control

Use applicable regulatory requirements in specs, drawings, procedures, and instructions.

. Establish measures for identifying and controlling design interfaces.

. Establish written procedures among participating design organizations for review, approval,

release, distribution, and revision of documents involving design interfaces.

. Check design adequacy through reviews, alternate or smplified cal culations, or suitabletesting.

. Apply design control measures for criticality, physics, radiation shielding, stress, thermal,

hydraulic, and accident analyses; compatibility of materials, accessibility for in service

inspection, and repair; features to facilitate decontamination; and delineation of acceptance

criteriafor inspections tests.
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. Subject design changes, including field changes, to design control measurescommensurate with

those applied to the original design.

71.109 Procurement Document Control

. Establish measures to assure adequate quality is required in the documents for procurement of

material, equipment, and services.

71.111 Instructions, Procedures, and Drawings

. Prescribe activities affecting quality be documented instructions, procedures, or drawings.
71.113 Document Control

. Establish measures to control the issuance of documents.

. M easures must assure that documents, including changes, arereviewed for adequacy, approved

for rel ease by authorized personnel, and di stributed and used at thelocation wherethe prescribed

activity is performed.

71.115 Control of Purchased Material, Equipment, and Services

. Establish measures to assure that purchased material, equipment, and services conform to the

procurement documents.
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. Have documentary evidence that material and equipment conform to the procurement

specifications prior to installation or use.

. Assess the effectiveness of the control of quality by contractors and subcontractors.

71.117 Identification and control of Materials, Parts, and Components

. Establish measures for the identification and control of materials, parts, and components.

. Maintain identification by heat number, part number, or their appropriate means, either on the

item or on records traceabl e to the item.

. Identification and control must prevent the use of incorrect or defective materials, parts, and

components.

71.119 Control of Special Processes

. Establish measures to assure that special processes, including welding, heat treating, and
nondestructive testing, are controlled and accomplished by qualified personnel using qualified

procedures.

71.121 Internal Inspection

. Establish and execute a program for inspection of activities affecting quality.
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71.123 Test Control

. Establish a test to assure that al testing required to demonstrate package performance, is

identified and performed in accordance with written test procedures.

. Document and evaluate the test results to assure that test requirements have been satisfied.

71.125 Control of Measuring and Test Equipment

. Establish measures to assure that tools, gages, instruments, and other measuring and testing

devices are properly controlled, calibrated, and adjusted.

71.127 Handling, Storage, and Shipping Control

. Establish documented measures to control the handling, storage, shipping, cleaning, and
preservation of materials and equipment, to be used in packaging to prevent damage or

deterioration.

71.129 Inspection, Test, and Operating Status

. Establish measures to indicate the status of inspections and test performed (e.g., stamps, tags,

labels, routing cards, etc.).

. Measures must identify items having satisfactorily passed required inspections and tests to

preclude inadvertent bypassing of any inspections and tests.
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. Establish measuresto identify the operating status of componentsof the packaging (e.g., tagging

valves and switches to prevent inadvertent operation).

71.131 Nonconforming Materials, Parts, and Components

. Establish measures to control materials, parts, or components which do not conform to

requirements, to prevent their inadvertent use or installation.

. Measures must provide written procedures for identification, documentation, segregation,

disposition, and notification to affected organizations.

. Nonconforming items must be reviewed and accepted, rejected, repaired, or reworked in

accordance with written procedures.

71.133 Corrective Action

. Establish measures to assure that conditions adverse to quality (e.g., deficiencies, deviations,

defective material/equi pment, and nonconformances) are promptly identified and corrected.

. For significant conditions, the cause of the condition is determined and corrective action taken

to preclude repetition.

. The cause of the condition and the corrective action taken must be documented and reported to

appropriate levels of management.
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71.135 Quality Assurance Records

. Sufficient records must be maintained to describe the activities affecting quality.
. Records must include the instructions, procedures, and drawings required under 71.111.
. Written proceduresmust bein placewhich establish arecordsretention program, consistent with

applicable regulations.

. Procedures must designate duration, location, and assigned responsibilities.
71.137 Audits
. Planned and periodic audits must be performed to verify compliance with all aspects of the QA

program and to determine the effectiveness of the program.

. Audits must be performed in accordance with written procedures or checkiists by appropriately

trained personnel.
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